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NuCanoe BlackPak Assembly Instructions

Phillips Screwdriver
7/16” Wrench

[14] T-Slot Connectors
[4] Corner Connectors
[2] Slotted Corner Connectors
[12] 7025 10-32 3/4” PH Screws
[8] Thin Locknuts
[4] Locknuts
[2] Hinges[2] Hinges

[2] Deck Ring Straps
[2] 6” Webbing Straps
[2] 1.5” Buckles
[2] 7057 1.25” Might Bolts
[2] 7056 Mighty Knobs

Included Hardware: Tools Required: 

1. Insert T-Connectors into all T-Slots in BlackPak panels.

Position base panel with 
countersunk holes facing 
up, then slide handle 
panels onto base panel. 
Secure with [A] screws.

Note: it may help to use pieces of tape to keep T-Slots 
in place during assembly.

2. Connect handle panels to base panel.

Insert bungee through the 
holes beneath the handle 
cut-out on the front panel 
so that ends of bungee are 
on inside of panel. Tie knots 
on both ends to secure.

4. Attach bungee strap.

Place end panel on one side, 
ensuring holes match up 
with the t-connectors on the 
handle panels (the hole 
arrangement is specific to 
each side). Secure with (A) 
screws. Repeat on opposite 
sidside.

3. Attach side panels.

a) Seat corner connectors onto bottom of Base Panel. b) Flip the assembly over, and secure corner 
connectors from the inside using (B) screws. Tighten 
just to snug.

5. Install bottom corner connectors

1/2”

10X [A] 4X [B]

5/8” 3/4”

4x [C]

6. Install slotted corner connectors.

Seat slotted corner connectors onto top corners (same side as bungee) 
using (C) screws.



NuCanoe BlackPak
7. Install hinges.

a) Orient the hinges so 
that the counterbored 
holes are facing 
inwards.

b) Install into 
pre-drilled holes on 
the back handle panel 
using 3/4” screws and 
thin locknuts.

c) Position lid on top of 
BlackPak so that the four 
holes at the back of the lid 
align with the hinges. 
Rotate hinges over the 
holes and secure with 3/4” 
PH screws and thin 
locknuts.locknuts.

Counterbored holes

Determine if you want 
your BlackPak to open 
from the Port side or 
starboard side of boat. 
Then install rod 
holders on what would 
be the stern panel 
usingusing 3/4” PH screws 
and locknuts.

8. Attach rod holders.

a) Determine desired strap placement on BlackPak, 
then insert 6” webbing strap through slot from the 
inside, so that stitched end is on the inside. Thread 
through female buckle end. Repeat on opposite side.

b) Thread deck ring webbing strap through male buckle 
end. Insert Mighty Bolt into track, then secure deck ring 
webbing strap with Mighty Knob.

c) Connect buckles and tighten.

9. Attach track straps.


