NVICLAN O

BooneDox Landing Gear Adapter

#2630
Hardware Included: (4] 5/16" x %" Bolts (4] 5/16" Washers-3/16" [4] Locknuts [8] 1" Might Blots [8] Wing-knobs

Tools Required: Smm/4mm/4.5mm Allen wrench, 5/168" socket wrench
**NOTE: For transport only. Do not store with landing gear deployed. Max cargo 75lbs.

|. Attach Gussets to Knuckles.

a. Loosely attach 2x Gussets to each Knuckle using 2x track b. Attach assembled Knuckle to Landing Gear Adapter Plate
nuts, 2x washers, 2x lock washers, and 2x .25" bolts. Make using provided %" bolts, washers, and locknuts. Align Knuckle
sure Gussets are placed to allow access to Set Screws in on top of Adapter Plate so that the set screws in the knuckles
Knuckle needed to hold Spacer-bar in place. Knuckle are above the bend in the Adapter Plate (ensure

Knuckles/Adapter Plates are mirrored).

Track
Nuts
Set Screws

2. Attach Adapter Plate assembly to boat.

a. Set the " Might Bolts in stern gunwale tracks and tracks behind b, Slide Spacer-bar into Knuckles and place Adapter plates onto
seat. Might Bolts, sliding Spacer-bar/Gussets as needed. Once

position is set, tighten set screws and gusset bolts, then secure
Adapter Plates using Wing-knobs.

3. Insert Landing Gear Legs.
Insert Landing Gear Legs with Wheels attached into side of Knuckles with |legs angled toward the rear of kayak when in down position.




