
 
 

5100 Shotgun & Bow Mount 
 

1.  Hardware Pack #1 For Casting Bar Installation 
2 – Bar Clamps 
8 – ¼ -20 Locknuts 
8 – ¼ - 20 x 2” SS Bolts   

2. Install On Casting Bar 
a. Install one Clamp with 4 Locknuts and 4 - 2” Bolts to the Gun Mount to either 

of the lower 1” bars. Repeat process on other side to secure your Bow or 
Shotgun Mount. 

b. Secure using a Phillips Screwdriver and 7/16th Wrench. 
 
 
 
 
 
 
 
 

 
 
 
 
 
 

 
 
 
 
 
 

3. Hardware Pack #2 for Track Mount Bases 
8 – 10-32 x 1.25” Bolt  2 – Track Mount Bases 
8 – 10-32 Locknuts  4 – Mighty Bolts 
8 – Black Washers  4 – Mighty Knobs 

 
 

4. Installing Track Mount Bases 
a. First determine the orientation you would like the bases to sit; in line with 

the Track or perpendicular. (see pictures below for reference) 



b. Using 4 bolts, 4 Washers and 4 Locknuts secure the Track mount base to the 
gun mount base. Repeat process for the other Base.  

c. Position Gun Mounts to desired position on the track and secure to the track 
using the Mighty Bolts and Mighty Knobs. 
 
   

 
 
 
 
 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
Ready for Use! 


