
#7165
Motor Retract Cord Kit

1. Install Pulley

2. Install Carabiner to Propeller

3. Install Stern Line Guides

Install pulley on the port (left) side of the motor 
clamp with the Pulley Wheel towards the front. Use 
a 3/16th drill bit to drill out holes for the Pulley. 
Use a combination the provided 10-32 bolts, 3/8th 
spacers and locknuts to secure the Pulley to the 
Motor Clamp. 

Use a ¼” drill bit to drill a hole for the carabiner 
through the angle support on the top part of the 
propeller.   

Align the pad eye(s) as shown in the picture 
according to your model. Secure with  provided 
self-tapping screws.
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4. Install Clam Cleat and Bow Pad Eye(s)

5. Install Pull Cord

6. Loosen Height Adjustment Collar

Install Clam Cleat and Pad Eye(s) as pictured 
according to your model, using provided 
self-tapping screws. 

a. Tie an over hand knot with a loop at one end of the rope. Attach 
the carabiner to the propeller and through the knot loop. Feed 
rope through the pulley, stern deck ring and the installed pad eyes 
and back around and lock into the Clam Cleat.             
b. Cut Rope about 10” in front of the motor (use a lighter to seal b. Cut Rope about 10” in front of the motor (use a lighter to seal 
frayed ends of rope) and tie two over hand knots wit loops to 
attach the second carabineer. (This is for when you want to 
remove the motor). Cut excess cord to desired length for the 
handle. Tie an over hand knot with a loop and connect handle.

Loosen Height Adjustment Collar so that motor can slide freely 
when engaging and disengaging retract system.
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