
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Hardware Pack 1:     [2] 1/2” Truss Head Screws [2] Thin Locknuts 

Hardware Pack 2:     [2] 1-1/4” Truss Head Screws      [4] Bonded Sealing Washers              

[2] Locknuts [2] Zip Ties 

Pursuit Anchor Wizard Bracket 
#7335 

 
[For 2017 and prior models] 

Align bracket 

holes    with 

rear-most slot   

on Anchor 

Wizard   chute 

7. Reconnect Rod Tubes with provided zip ties 

1. Cut zip ties holding rod tubes 

3. Nestle bracket into bow; mark & drill holes 

out on boat with ¼” drill bit 

 

4.  Mount Anchor Wizard chute onto 

bracket with Hardware Pack 1 

5. (Requires Item #7035 Bow Handle) Install Bow 

Handle using Hardware Pack 2 
 

• Screw 

• Bow Handle 

• Anchor Wizard bracket 

• Bonded Sealing Washer (rubber 
side down) 

• Boat Hull 

• Bonded Sealing Washer (rubber 
side up) 

• Locknut 

6. Feed line over handle and through 

chute, then fasten to anchor 

8. Position and mount Anchor Wizard Crank in desired location 

Hardware Orientation 

2. Uninstall Bow Handle 



 

 

 

 

Pursuit Anchor Wizard Bracket 
#7335 

 

Included Hardware:  [2] 1/2” Truss Head Screws [2] Thin Locknut 

1. Uninstall Bow Handle 
2. Mount Anchor Wizard chute to 

bracket with provided hardware 

Align bracket holes    

with rear-most slot   

on Anchor Wizard   

chute 

5. Position and mount Anchor Wizard Crank in desired location. 

4. Feed line over handle and through 

chute, then fasten to anchor 

3. Reinstall bow handle over bracket, 

reusing existing hardware 

[For 2018 and newer models] 


